
Final Installation

A S S E M B L Y  I N S T R U C T I O N S

Tools needed:

Headboard 
& Footboard

Mattress

HEAD SECTION

.



.

 



FOOT SECTION

Contents must include the following parts:

Use 4mm wrench to remove mattress 
retainer. Reinstall to face upward.

TWIN, FULL & 
   QUEEN SIZES
HEADBOARD
FOOTBOARD
SIDE ASSIST RAILS

Platform Series 
Bed foundation

2) Side Assist Rails
(Optional)

8) 3/8”
Hex Bolts

8) 3”
Allen 
Bolts

1) Corded Remote 
(Installed)
1) Cordless Remote

QUESTIONS? Call 866.852.2337
AssuredComfortBed.com

Assured Comfort Beds, Inc. / 3629 Reed Creek Dr. / Bassett, VA 

3/8” Socket 
or Wrench

(Not Supplied)

4mm & 5mm
Allen Wrenches 

(Supplied)

Side Rails 

Unpack and check all contents. 
Install the wooden side rails.

∞ Set the frame in desired location. Leave enough space from wall 
 to allow for the headboard bolts to be installed later. 
∞ Attach the side rails with 4) 3/8” hex bolts on each side. Holes  
 for attaching the bolts to the side rails are predrilled in the frame.
∞ Remove mattress retainer and reinstall as shown above.

SIDE RAIL

Install the headboard. The decorative 
side should face towards bed deck.

SIDE RAIL

Attach the headboard to the 
side rails with 3” Allen bolts. 

Be sure pre-installed 
barrel nuts align to receive 

3” allen bolts
.

The bed includes 
corded and cordless 
remotes. Test all functions 
on each remote to insure 
proper operation.

Side Assist Rails (optional) 
should move up and 

down smoothly. When in 
the up position, be sure 
that they lock into place.

∞ First, feed power cord 
 through gap in headboard.
∞ Attach headboard to side rails 
 with bolts and 5mm Allen wrench.

Feed
Power
Cord 

through 
Headboard

Install the footboard. 
The decorative side should 
face away from the bed deck.

SIDE RAIL.∞ Attach footboard 
 to side rails with 3” Allen bolts 
 with 5mm Allen wrench.

Install mattress. Plug in power cord. 
Test bed operation 
with remotes.

Corded remote is tied 
and can be released 
from beneath the 
head section.


